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Abstract 

The impact of increased power demand on electricity grids due to the projected expansion of electric vehicles (EVs) could be 
lessened by integrating renewable energy-fed EV charging stations. The study aims to evaluate different combinations of electric 
vehicle chargers’ technology for use in an EV charging station powered by a photovoltaic solar system. Then a technical, economic 
and environmental feasibility analysis of the EV charging station is presented in this paper. 
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1. Introduction 

Replacing current fossil-fueled modes of transport with electric vehicles represents the most robust tool for 
achieving zero-carbon targets. However, a smooth transition is crucial to reduce the electricity networks' carbon 
footprint and build more capacity to meet the expected extra demand for power. As the number of EVs is projected to 
increase rapidly, developing renewable energy-supported EV charging stations could address the nexus of 
transportation electrification and green battery-charge operations. 

This paper aims to evaluate an EV charging station which combines five different types of charger technology 
supported by a PV solar energy system for application in a parking area at the University of Nottingham (UoN), UK. 
A stochastic approach is used to calculate EVs’ charging demand. Also, the study provides six different charging 
station scenarios to determine the best combination of 3kW and 7kW capacity chargers. This study will provide a 
preliminary investigation of future charging stations to be established in the campus parking areas to evaluate the best 
combination of charge capacity and charger rate, solar energy potential, and economic viability of the installation. A 
schematic representation of the proposed system is shown in Fig.1. 
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Fig. 1. Schematic diagram of the proposed PV-assisted EV-charging station 

2. Methodology 

This study uses computer modelling to estimate the solar energy potential of the location and presents a stochastic 
approach to selecting and sizing five separate charging ports for the individual EV charging station.  Fig. 2 shows a 
flow chart of the steps used in developing the methodology of this study. The potential of solar energy resources and 
the effect of environmental parameters on the location are obtained from Photovoltaic Geographical Information 
System (PVGIS) (PVGIS, 2023). A mathematical tool was used in this study to determine the power generation 
capacity of the PV system to meet the total load of the EV charging station. 

 

 

Fig. 2. The summary of the applied methodology 

2.1. Solar Resources 

The case study project is located at the University of Nottingham. The solar energy resources potential of the 
location (Nottingham: 52.95o N and 1.15o E)   and the effect of environmental parameters on the location are obtained 
from Photovoltaic Geographical Information System (PVGIS) (PVGIS, 2023).  

A mathematical tool is used to determine the power generation capacity of the PV system to meet the total load of 
the EV charging station. In this tool, the effect of weather conditions, including solar radiation and ambient 
temperature, is taken into consideration. Additionally, the energy generation from the PV array system (EPV) is 
calculated using Eq. 1. Where Aarray is the total needed solar array area, HT is solar radiation on the plane of the module, 
and  ηp refers to the panel efficiency. 
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𝐸𝐸!" = 𝐴𝐴#$$#% × 𝐻𝐻& × 𝜂𝜂' (1) 

2.2. EV Charging Station Technology 

To assess the charging station power load accurately, the computer model of the EV takes into account the number, 
type of EVs and state of charges (SOCs) (DfT, 2022). The total hourly load of the EV chargers was determined using 
a stochastic approach to provide randomness and uncertainty. Then, the average battery capacities were determined 
by considering the UK's current EV market trends. After then, the model generated an EV dataset with each EV 
randomly assigned a battery capacity. The Gaussian distribution is then used to generate the dataset's random SOCs 
of each vehicle. In this case, it is assumed that the SOCs of the EVs to be charged will be between 20% and 50%, and 
an EV battery is considered fully charged when it reaches 80% of its maximum charging capacity. Additionally, in 
this study, the efficiency of the chargers '𝜇𝜇()#$*+$) is taken as 90% (Jian et al., 2018). Moreover, the required charging 
demand (𝐸𝐸,") and the charging duration (𝑡𝑡()#$*-.*) of the EVs for a full charge can be estimated by using Eqs. 2 and 
3.  

 
𝐸𝐸," = 𝑃𝑃/#00+$% × (0.8 − 𝑆𝑆𝑆𝑆𝑆𝑆(1$$+.0) (2) 
 

𝑡𝑡()#$*-.* =
𝐸𝐸,"

𝑃𝑃()#$*+$ × 𝜇𝜇()#$*+$
 (3) 

 
where 𝑃𝑃/#00+$% is the total battery capacity of the EVs, and 𝑆𝑆𝑆𝑆𝑆𝑆(1$$+.0 and 𝑃𝑃()#$*+$ refer to the charge status of the 
EVs when they reach the station and the charger power, respectively. 

The EVs' arrival and parking time have also been considered in the paper. First, the research by Hovet et al. (2018) 
was used for modelling the plug-in and parking durations of the vehicles. Their study analysed many parameters such 
as charging power, charging, and parking times of vehicles using charge operation data collected from three charging 
stations at the University of Georgia, which was collected for approximately 3.5 years. The study claimed that vehicles 
usually complete the charging process within 1-3 hours, and more than three-quarters of the charging operations are 
in this range. In addition, the study showed that around 90% of the vehicles occupy the charging port for a maximum 
of 1 hour after completing the charge. Due to the short uncharged time, the distribution of charging times is modelled 
as the total parking (occupying the charging port) time in the current study. After that, the model determines the 
charging port with no vehicle for each scenario and randomly selects a new vehicle from the dataset for the free ports. 
This provides a multidimensional stochastic approach from the specification of vehicles to charging operations.  

After completing the system sizing, a cost analysis can be performed using Eqs. 4 and 5 where 𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶2%20+3 is the 
total cost of the possible project, including the costs of equipment and installations. Also, the system cost per kWh 
charge is shown as 𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶()#$*+.  Addition to this, the annual total covered charge load and the system lifespan are 
referred to as  𝑃𝑃45#6 and 𝑡𝑡'$57+(0, respectively.  

 
𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶2%20+3 = 	8𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶 𝑐𝑐𝑐𝑐𝑐𝑐𝑐𝑐𝑐𝑐 +	8𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼	𝑐𝑐𝑐𝑐𝑐𝑐𝑐𝑐𝑐𝑐	 (4) 
 

𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶!"#$%& = 		
𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶'(')&* + ∑𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶$&+,#!&*&-)	 + )𝑡𝑡+$./&!) × ∑𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶*#0-)&-#-!&+

𝑃𝑃,.#1 × 𝑡𝑡+$./&!)
 (5) 

 
The research model flow chart is shown in Fig. 3. T and S, in Fig. 3, refer to time and the number of the combination 

scenarios, respectively. 
A preliminary investigation revealed that EV chargers used at the University of Nottingham Campus are rated at 

3-kW and 7-kW power output (ZAP-MAP, 2022). The present approach assumes that EVs with small and medium-
sized battery capacities tend to use chargers with 3-kW and 7-kW charge rates. Also, in this study, the same type and 
power level of chargers’ technology are considered to create a five-charging port station, as shown in Table 1.   
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Fig. 3. The model algorithm flowchart 

Table 1.The charger port combinations 

Chargers Scenarios S1 S2 S3 S4 S5 S6 

 
Number of 

Chargers 

Number of 

Chargers 

Number of 

Chargers 

Number of 

Chargers 

Number of 

Chargers 

Number of 

Chargers 

3-kW Chargers 5 0 3 2 1 4 

7-kW Chargers 0 5 2 3 4 1 

 
Here, the charge rate of each charging port is also determined randomly by the model for each scenario. For 

instance, in Scenario 3, the charging ports with a 3-kW charge rate are allocated stochastically rather than 
systematically throughout the simulation. 

2.3. The Mechanics of Grid-Connected PV Systems 

Solar PV-powered energy systems can be designed as standalone (independent of the grid) as found in remote 
areas or grid-connected which allows the export and import of electricity to and from the grid (Elthokaby et al., 2023). 

This study focuses solely on the design of a grid-connected solar PV system that allows bi-directional power flow 
to ensure an uninterruptible electricity supply to the EV charging station. The electric power flow from and to the grid 
is measured through Net Metering which is then used for billing transactions between the electricity supplier and EV 
charging station owner (Marcelino et al., 2023). A grid-connected PV system consists of primary and secondary 
components such as an inverter, PV panels, electricity meters, fuses, and safety switches (Alternative-Energy-
Tutorials, 2023). 
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Depending on the PV-field capacity, weather conditions, and operation mode, grid-connected PV systems have 
the advantage of providing direct electricity export revenues as well as meeting the site’s electricity demand. The 
current UK government support program for low carbon energy generation called Smart Export Guarantee (SEG) 
allows licensed Microgeneration Certification Scheme (MCS) to purchase excess energy from private generators up 
to 5MW with tariff rates ranging between £0.02 and £0.15 per kWh ((Marcelino et al., 2023; MCS, 2019; OFGEM, 
2023; Solar Energy UK, 2023). 

In the UK, the connection of a PV system to the grid is related to the size of the system. The licensed system 
installer can only notify the Distribution System Operators (DNO) for small-size PV systems with up to 3.68kW 
installed capacity after connecting to the grid. However, the installer must obtain permission from the DNO before 
connecting to the grid for the PV systems exceeding the limits of the G83/2 engineering recommendation. In this case, 
the DNO can permit by considering the local grid capacities or perform the necessary actions to update the local 
network if the PV system owner agrees to pay the network modification cost (Energy Saving Trust, 2023).  

The specifications of the PV panels used in this study are shown in Table 2 (Europe-SolarStore, 2023.). 

Table 2. PV panel specifications 

Physical and Electrical Parameters 

Module type Mono-Si  

Module area (m2) 1.26 

Peak power (W) 250 

Open circuit voltage (V) 53.2 

Short circuit current (A) 6.03 

Max power voltage (V) 44.3 

Max power current (A) 5.65 

Operating temperature (°C) -40 to 85 

Panel efficiency (%) 19.8 

3. Result and Discussion 

The Global Solar Atlas (2023) shows that the global horizontal irradiation (GHI) and the direct normal irradiation 
(DNI) of Nottingham are 965.3 kWh/m2 and 797.2 kWh/m2, respectively. The solar resources simulation tool also 
shows a large fluctuation in available solar radiation ranging from 180 𝑊𝑊ℎ/𝑚𝑚8 on average in winter to 277 𝑊𝑊ℎ/𝑚𝑚8 
in summer. The length of the region's sunshine is also observed to vary seasonally. The amount of sunshine rises to 
up to 17 hours in the summer and falls to 7 hours in January and December. Solar irradiation and sunshine duration 
change throughout the year in the UK.  This fluctuation may also cause surplus energy production and unnecessary 
investment cost due to excessive energy potential in the summer months. Therefore, to evaluate the feasibility of the 
size and capacity of the required PV array computer modelling was used to calculate the required amount of power 
from the PV system on a monthly and annual basis and taking into account the estimated charging station's electrical 
load. 

The computer model considers two different modes for sizing the solar arrays. In the first mode, the required PV 
array area is calculated by considering the annual balance between the exported and imported electricity from/to the 
grid (i.e., the electrical energy imported from and supplied to the grid is equal). Additionally, in this mode, in months 
with low solar radiation such as October, November, December, January and February, the charge needs of the EV 
charging station are met partly from the grid. However, in the remaining months of the year with the higher solar 
irradiance and longer daytime hours, the PV system generates excess power which is exported and sold back to the 
grid under the SEG scheme to generate financial revenue.    

In the second mode, the size of the PV array was undertaken to meet the peak power demand of the EV-charging 
station throughout the year. This approach can make the system operate independently from the grid; however, the 
required PV area and capital outlay of the installation will be excessively high. For example, the computer model 
calculation shows that in the first mode of sizing the PV arrays 141 PV panels (177.57 m2 PV array area) are necessary 
for the EV-charging station of Scenario 1 with no net energy export. Whereas when sizing the PV panels in mode two, 
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337 PV panels will be required and generate a net excess of 53.98 MWh of energy per year. Therefore, in this work, 
the first mode of selecting and sizing the PV arrays was considered in the computer modelling and optimization of the 
EV-charging station design scenarios. 

The daily amount of electrical energy required for the EV charging station made up of five charging ports, rated 
at 3-kW and 7-kW, was evaluated according to six different combination scenarios. When the availability of chargers 
and vehicle arrival time are stochastically taken into account, Port2 and Port5 provide charging services to five 
different vehicles between 9 am and 5 pm. These numbers are four units of vehicles in Port1, Port3, and Port4. This 
means that a charging station with five charging ports with a low charging capacity may serve 22 vehicles during 
working hours in the selected location. 

In that case, it is anticipated that the first scenario, in which all ports are 3-kW, will have the lowest charge demand, 
and the second scenario, in which all ports are 7-kW, will have the highest charging load. Fig. 4 depicts the change of 
the hourly charging load delivered by the vehicles in max (S2) and min (S1) demand scenarios during operating hours, 
where it can be seen that the chargers with low charging rates create a smoother load curve than the high-rate chargers. 
This is crucial for charging stations that are powered by the grid because it prevents high peak demands that necessitate 
quick responses. 

 

Fig. 4.The hourly electrical load of the charging station by minimum and maximum demand scenarios 
 
The graph also demonstrates a typical challenge in EV workplace/public charging at this station. A peak charging 

load occurs at the beginning of the operation time due to the early charge trend at the public/workspace chargers. 
Assuming the same circumstances happen at all public or workplace charging stations, an additional charging demand 
can bring about a significant load by connecting with the high conventional electrical load in the early mornings. 
Smart charging (V1G) and Vehicle-to-Grid (V2G) technology could be potential solutions to such unmanaged EV 
charging loads (Dik et al, 2022). 

To determine the performance level of the combination scenarios, a comparison between the electricity supplied 
for charging by the station and the total needed charge capacity of the EVs was made. The total electricity loads of 
the vehicle batteries for the full charge of 219.9 kWh and the charge needs of the vehicles that could be covered 
because of the parking time and personal preference were shown in column 2 and 3 of Table 3. Furthermore, the 
success rates of combination scenarios in meeting the total load of the EVs were shown in the fourth column of Table 
3 which varies between 48% and 79%. Further analysis reveals that even if parking times are considered, 79% of the 
total energy needs of all EVs in the charging station can be covered by using five 7 kW chargers although this is at 
the detriment of creating high peak demands, which in turn will require a larger PV system to meet the load. Fig. 5 
illustrates further the charge load of the station and the percentage of the total EV charge loads supplied by the PV 
system for the six-charging combination. 

To assess the cost-effectiveness of the different combination scenarios of the solar PV-assisted EV charging 
station, a cost analysis was also undertaken, as summarised in Table 4. The listed cost of the components and 
engineering works of the charging station includes PV panels, EV chargers and inverters.  In the analysis, the slow 
EV chargers' maintenance cost is ignored, whereas the PV system’s annual maintenance cost is taken as $11.5/kW 
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(£9.21/kW) (Gioutsos et al., 2018). Additionally, the UK government’s financial incentive in support of EV chargers 
installation was taken into account and amounts to £350 per charger port (OZEV, 2022) has been deducted from the 
EV chargers' payments in the table. Furthermore, the technical specification and details of the selected inverter and 
EV chargers used in the research can be found in (HWASS, 2023) and (Pod Point, 2023), respectively. In addition, 
the annual cost of electrical energy drawn from the grid and the annual income obtained from the excess energy 
production are detailed as grid payment and SEG revenue in the table. The excess energy sales tariff is also taken as 
£0.085/kWh as the average of the values available in the market (Solar Energy UK, 2023). 

The results of the cost analysis show that the total cost of the installation under the selected EV-chargers scenarios 
total ranges from roughly £30,000 to £47,000. This cost estimate is conservative and could serve as an initial starting 
point for a more in-depth analysis.   

Table 3.The  optimisation results of PV system size by the charging station load 

Combination 

Scenarios 

EVs’ Total 

Charge Needs 

[kWh] 

Covered EV 

Charge 

[kWh] 

Fulfilled  

Rate 

[%] 

Needed PV Area 

[m2] 

Number of 

Panels 

[unit] 

Inverter Capacity 

[kW] 

S1 219.9 106.3 48 177.6 141 19.6 

S2 219.9 173.3 79 289.4 230 32.0 

S3 219.9 132.1 60 220.6 176 24.5 

S4 219.9 142.3 65 237.5 189 26.3 

S5 219.9 158.9 72 265.3 211 29.4 

S6 219.9 120.7 55 201.6 161 22.4 

 

 
Fig. 5.The performance of the charging station design by the scenarios 

Table 4. The cost analysis of the system components 

Fees 
S1 

[£] 

S2 

[£] 

S3 

[£] 

S4 

[£] 

S5 

[£] 

S6 

[£] 

PVs 23,677.57 38,622.98 29,554.98 31,738.01 35,432.39 27,036.09 

Inverter 2,516.00 2,516.00 2,516.00 2,516.00 2,516.00 2,516.00 

3-kW Charger 2,495.00 - 1,497.00 998.00 499.00 1,996.00 

7-kW Charger - 3,245.00 1,298.00 1,947.00 2,596.00 649.00 

Grid Payment 2,332.40 3,801.20 2,896.80 3,121.20 3,485.00 2,648.60 

SEG Revenue -583.10 -950.30 -724.20 -780.30 -871.25 -662.15 

Total 30,437.87 47,234.88 37,038.58 39,539.91 43,657.14 34,183.54 
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A further breakdown of the cost as depicted in Fig. 6, shows the cost could vary between 48.27 £/MWh and 50.79 
£/MWh, assuming that the lifetimes of the PV system and EV charger are 20 years (Khezri, 2020) and 10 years (Tobin, 
T. 2020), respectively, and that the project lifetime for the charging station design mentioned in this study is 20 years.  
Therefore, the cost of charging an EV-vehicle from a PV-assisted charging station compares favourably to grid only 
charging station. For example, charging the most popular Tesla Model 3 in the UK, with a 60-kWh battery capacity, 
from a grid-only fed station would cost about £13.6 as a unit cost of £0.34/kWh (BEIS, 2023). Whereas, from this 
analysis, using the PV-assisted charging station, the cost will be roughly seven times cheaper (£1.83) even under the 
most expensive scenario. 

 

 

Fig. 6.The cost of the entire system per MWh charging by the combination scenarios 

Furthermore, a PV-assisted EV-charging station provides additional environmental advantages in reducing the 
emission of greenhouse gases into the atmosphere. According to the BEIS, the carbon emission factor of the grid was 
0.21233 kgCO2e/kWh in 2021 (Hill, 2020). This corresponds under computer modelling of Scenario 2 (173.3 
kWh/day) to savings in CO2 emission of up to 36.8 kgCO2e per day. Fig. 7 shows a plot of the total amount of 
renewable energy integration and saved CO2 by the scenarios. 

 

 

Fig. 7. The effectiveness of the design system on solar energy integration and carbon saving 

4. Conclusions 

This project aimed to assess a solar-powered EV charging station for a university campus case study and analyses 
the technical, financial, and environmental viability of six different EV charger combinations. The study has examined 
an approach to integrating solar PVs into the batteries of EVs. Based on the analysis, the conclusions are drawn as 
follows. 

• The most prominent finding to emerge from this study is that before designing a charging station, the benefit 
to be obtained from the charging station (higher benefit or lower benefit to parkers) should be clearly 
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determined. Because several factors, including the charging station's capital cost, the viability of a PV system, 
and even the stress on the grid, are directly impacted.  

• Scenarios 2, 4 and 5, where 7 kW charging ports are dominant, can be preferred if the charging station is 
expected to meet the charge needs of parked vehicles at the maximum level. Although such a choice can 
meet the total needs of the cars by up to about 80%, it should not be forgotten that it might cause installation 
costs of up to approximately £47,000. Hence, selecting a combination with a majority of 3 kW charging 
ports, such as Scenarios 1, 3, and 6, can therefore minimise the installation cost by up to 55% under the 
condition that the users of the charging station receive a smaller benefit. 

• The one of the most obvious findings to emerge from this study is that the design PV system may significantly 
reduce the charging cost. Even in the most expensive scenario, the charging cost can be reduced by about 
seven times. 

• The research has also shown that the approach may reduce the stress on the grid and enhance large-scale 
renewable energy integration. The design system may use up to 173.3 kWh/day of renewable energy for EV 
charging. Also, this means the system can save up to 36.8 kgCO2e per day, therefore paramount support to 
the zero-carbon targets.  

• This study may also give an idea about pre-institutional cost and environmental analyses of possible solar-
assisted charging station designs. This can help to increase the development of the charging station decreasing 
the concern about the charging station infrastructure, therefore supporting the adoption of EVs.   

Acknowledgements 

The authors would like to acknowledge the Republic of Türkiye for the support of this research. 

References 

Alternative-Energy-Tutorials, 2023. Grid Connected PV System.  [cited 03.08.2023]; Available from: https://www.alternative-energy-
tutorials.com/solar-power/grid-connected-pv-system.html. 

BEIS, 2023. Energy Price Guarantee 2023  [01.05.2023]; Available from: https://www.gov.uk/government/publications/energy-bills-
support/energy-bills-support-factsheet-8-september-
2022#:~:text=The%20floor%20unit%20prices%20vary,through%20to%2030%20June%202023. 

DfT, 2022. Licensed Ultra Low Emission Vehicles by Body Type and Propulsion or Fuel Type; Department for Transport (DfT) Statistics. 2022  
[06.02.2023]; Available from: https://www.gov.uk/government/statistical-data-sets/vehicle-licensing-statistics-data-tables#ultra-low-emission-
vehicles. 

Dik, A., Omer,S. and Boukhanouf, R., 2022. Electric Vehicles: V2G for Rapid, Safe, and Green EV Penetration. Energies, 15(3): p. 803. 
Elthokaby, Y., et al., 2023. Standalone PV-based single-phase split-source inverter using model-predictive control. Alexandria Engineering Journal, 

62: p. 357-367. 
Energy Saving Trust, 2023. Solar PV connection to the grid. Report, pp.1-2. 
Europe-SolarStore, 2023. Panasonic VBHN250SJ25.  [17.03.2023]; Available from: https://www.europe-solarstore.com/panasonic-

vbhn250sj25.html. 
Gioutsos, D.M., et al., 2018. Cost-optimal electricity systems with increasing renewable energy penetration for islands across the globe. Applied 

energy. 226: p. 437-449. 
Global Solar Atlas, 2023. Global Solar Atlas PV Power Simulation.  [01.03.2023]; Available from: https://globalsolaratlas.info/map?c=-8.407168,-

73.828125,2. 
Hill, N., et al., 2020. Government greenhouse gas conversion factors for company reporting: Methodology paper. Department for Business, Energy 

and Industrial Strategy, 2020. 
Hovet, S., et al., 2018. Introduction of electric vehicle charging stations to university campuses: A case study for the university of Georgia from 

2014 to 2017. Batteries, 4(2): p. 27. 
HWASS, 2023. Sungrow 33kW Three Phase Inverter.  [17.03.2023]; Available from: https://hsolar.co.uk/index.php/product/sungrow-33kw-three-

phase-inverter/?gclid=Cj0KCQjw2cWgBhDYARIsALggUhqa3CluubwarCxRNtbq4sdRvv3KzXHwrnofbrJoRLkETgWMqua2f-
AaAllTEALw_wcB. 

Jian, L., Yongqiang, Z. and Hyoungmi K., 2018. The potential and economics of EV smart charging: A case study in Shanghai. Energy policy, 119: 
p. 206-214. 

Khezri, R., Mahmoudi, A. and Haque, M.H., 2020. Optimal capacity of solar PV and battery storage for Australian grid-connected households. 
IEEE Transactions on Industry Applications, 56(5): p. 5319-5329. 



432	 Abdullah Dik  et al. / Transportation Research Procedia 70 (2023) 423–432
10 Author name / Transportation Research Procedia 00 (2019) 000–000 

 

Marcelino, C., et al., 2023. Evaluating the use of a Net-Metering mechanism in microgrids to reduce power generation costs with a swarm-intelligent 
algorithm. Energy, 266: p. 126317. 

MCS, 2019. MCS Mandated for Smart Export Guarantee. 2019  [03.08.2023]; Available from: https://mcscertified.com/mcs-mandated-for-smart-
export-guarantee/. 

OFGEM, 2023. Smart Export Guarantee (SEG).  [03.08.2023]; Available from: https://www.ofgem.gov.uk/environmental-and-social-
schemes/smart-export-guarantee-seg. 

OZEV. Grant schemes for electric vehicle charging infrastructure. 2022  [17.03.2023]; Available from: 
https://www.gov.uk/government/collections/government-grants-for-low-emission-vehicles. 

Pod Point, 2023. Smart Home Charging.  [17.03.2023]; Available from: https://pod-point.com/solutions/driver/home-charging?utm_source=zap-
map.com&utm_medium=affiliate&utm_campaign=Consideration-Driver-Zapmap. 

PVGIS, 2023. Photovoltaic Geographical Information System (PVGIS) [06.02.2023]; Available from: 
https://re.jrc.ec.europa.eu/pvg_tools/en/tools.html#PVP. 

Solar Energy UK, 2023. Smart Export Guarantee League Table. 2023  [03.08.2023]; Available from: https://solarenergyuk.org/resource/smart-
export-guarantee/. 

Tobin, T. 2020. What is the expected lifespan of an EV charger?  [18.03.2023]; Available from: https://grokev.ca/faq/what-is-the-expected-lifespan-
of-an-ev-charger/. 

ZAP-MAP, 2022. Map of electric car charging points in the UK. 2022  [17.03.2023]; Available from: https://www.zap-map.com/live/. 

 


